
 Instructions for Replacing the Type IA Palm Button Hinge Lock Mechanism

5. Note the groove running along the bottom edge of 
the hole through the Hinge Plates. This groove must 
remain in line while inserting the new Locking 
mechanism.

6. Insert the new Locking mechanism while lining up 
the barrel nipple with the groove in the hole. See that 
the two lock pins line up with the through holes in the 
Hinge Plate.

7. Replace the back up Washer (if required) to fill in 
the extra space before installing the new Snap Ring. 
Use snap ring pliers to stretch the snap ring over the 
barrel and push it up against the Hinge Plate until it 
snaps in place with an audible sound. Check to see that 
the snap ring is seated all the way around in the groove 
before reusing the ladder.

8. Replace the Palm Button Assembly and the small 
snap ring. Check to see that the snap ring is seated all 
the way around in the groove before reusing the ladder.

1. Open the ladder to the extended position. This must 
be done to remove the old locking mechanism.

2. Use the Snap Ring Pliers to remove the small Snap 
Ring on the Palm Button. Remove the Palm Button.

4. Pull the old Hinge Lock mechanism from the Hinge 
Plates.                                                                                        

3. Use Snap Ring Pliers to remove the snap ring and 
the optional back up washer. Do not reuse this Snap 
Ring, use the new one supplied with the replacement 
kit.


